
Anderson has over 20 years of global CNC engineering experience.
During this time Anderson has developed into a WORLD LEADER of CNC
processing equipment. Anderson CNC routers machine wood, compos-
ites, and engineered materials in high accuracy and high production
applications. 

The LINERAR MOTOR POWERED INDUSTRIAL Anderson machine
frame with machine tool tank style bearings and flexible CNC controller
options allow for a quick installation of both machine and software.

At over 25,000 lbs the EXXCEL series CNC machines are designed for
Industrial manufacturers who require the highest level of reliability in high
level production operations.

Primary Applications for the EXXCEL CNC router are :

• MDF Door Production
• Super High Speed Plastic Machining
• Nested Based Production Cabinet Production
• Nested Based Production Frame Construction
• Thick Materials 
• Individual part production 
• Plastic Machining
• Composite Machining

The EXXCEL is available with several 
types of material transfer systems.

Linear Magnetic drive produces
extremely high level of acceleration and
repeatability. There are no mechanical
components to wear or adjust.

High precision optical linear scale.

Standard spindle configuration is a
15 HP Air cooled dynamic (travels
with spindle) router spindle 0-
24,000 rpm. 10, 12 ,16 or 32 position
automatic tool changers are
options.

Standard Drill block unit is a 5 x 5 verti-
cal spindle unit with horizontal drill unit
with slotting saw option.

One or two ANDI HSK 63 F Spindles with 10 position tool
carousel available.

One or two ANDI HSK 63 F spindle with 10 position tool
carousel.

One 32mm Vertical Drill Blocks with horizontal drills and
slotting saw.

One or two ANDI HSK 63 F spindle with 10 position tool
carousel.

Two 32mm Vertical Drill blocks with horizontal drills and
slotting saws.

One ANDI HSK 63 F Spindles with 12, 16 or 32 position
tool carousel available.

One ANDI HSK 63 F spindle with 12, 16 or 32 position tool
carousel.

One 32mm 5 x 5 Vertical Drill block with horizontal drills
and slotting saw.

Two ANDI HSK 63F spindle with 12, 16 or 32 position tool
change RanRob system

Two ANDI HSK 63 F spindle with 12, 16 or 32 position tool
carousel.

One 32mm 5 x 5 Vertical Drill block with horizontal drills
drill and slotting saw.

Two ANDI HSK 63 F spindle with 12, 16 or 32 position tool
carousel.

Two 32mm 5 x 5 Vertical Drill blocks with horizontal drills
drill and slotting saw.




